Information on reconstruction project of 

International Transit Corridor “Western Europe – Western China” 

km 1807-1837 (Lot 15) in Kyzylorda Oblast for December 2012. 

General Contractor –«Azerkorpu»JSC, Azerbaijan 

 CSC – «Dongsung Engeneering», “Zhol Sapa” Ltd

	Section length
	28.4 км

	Pipes including:
-cattle creep
	13 pcs.
  2 pcs.

	Intersection and junctions in one level 
	8 pcs.

	Bridges 
	 12 pcs.

	Earthworks 
	3 591 076 м3

	Granular subbase  Н=15-20см
	154 561 м3

	Crushed stone base С-4  Н=15-18см
	143 489 м3

	Base course  Н=12см
	84 131 м3

	Binder course  Н=10см
	66 096 м3

	Angular stone mastic asphalt concrete 
	36 492

	Rest area 
	1pcs

	Bus stop 
	6 pcs


 Work completed information:
	Description
	Plan according to the design


	Planned for 

2012
	Completed since the beginning of construction
	Remain for 2012

	Top soil removal
	56.8 km
	56.8 km
	56.8 km
	0 km

	Earthwork
	56.8/ 3704

km/thous.m3
	56,8/ 2893

km/thous.m3
	53/2274
km/thous.m3
	3,8/619

km/thous.m3

	Pipe culvert
	17 pcs
	11 pcs
	17 pcs
	0 pcs

	Granular subbase
	56,8/144,3 km/thous.m3
	43,6/110,8

km/thous.m3
	46,76/116

km/thous.m3
	-3,16/-5,2

km/thous.m3

	Crushed stone base
	56,8/123,82

km/thous.m3
	44,0/95,92 

km/thous.m3
	43,37/90,08

km/thous.m3
	0,63/5,84

km/thous.m3

	Base course
	56,8/84,569

km/thous.m3
	37,8/56,28 km/thous.m3
	41,08/54,39

km/thous.m3
	-3,28/1,89

km/thous.m3

	Binder course
	56,8/68,409

km/thous.m3
	37,2/44,8

km/thous.m3
	38,07/38,92

km/thous.m3
	-0,87/5,88

km/thous.m3

	Wearing course
	56,8/34,202

km/thous.m3
	4/2,41

km/thous.m3
	0/0,00

km/thous.m3
	4/2,41

km/thous.m3

	Roadside
	56,8/28,4 km
	0 km
	0 km
	56,8/28,4 km

	Dividing strip
	56,8/28,4 km
	0 km
	0
	56,8/28,4 km

	Bridges
	11 pcs
	7.0 pcs
	4(90%), 3(30%)
	2.3 pcs


	Description 
	Planned for 2012 
	Actually 
	Notes

	Road building equipments  
	213
	241
	23 units of equipment more than planned

	Bulldozer 
	3
	3
	-

	Excavator 
	20
	13
	-7

	Loader 
	5
	5
	-

	Motor grader
	6
	7
	1

	Cutter 
	1
	1
	-

	Roller 
	12
	19
	7

	Finisher 
	2
	2
	-

	Dump tracks 
	90
	110
	18 (30 in repair)

	Bitumen sprayer 
	1
	1
	-

	Water sprinkler
	6
	8
	-

	Crane 
	6
	8
	-1

	Other equipment
	36
	33
	-7

	Asphalt concrete plant
	1
	1
	-

	Cement concrete plant
	1
	2
	1

	Concrete mixer
	5
	5
	-

	Crushing and screening plant
	1
	1
	-

	Crushing plant
	2
	1
	-1

	Light Vehicles 
	11
	17
	6

	Drilling machine «Bauer»
	2
	1
	-1

	Concrete pump Mercedes – Benz 3340 
	1
	1
	-

	Oil dispenser machine
	1
	1
	-

	Pile driver “Banut 555”
	1
	2
	

	
	
	
	

	Number of personnel:
     -local personnel

     -foreign personnel
	688
	628 people
60 people


	Description
	Planned for 2012
	Actually for 

	Sandy gravel mixture for Granular subbase
	120 thous.m3
	206 thous.m3

	Crushed stone for crushed stone base
	330 thous.m3
	413 thous.m3 

	Bitumen including for asphalt preparation 
	10 thousand ton
	8.825 thous. ton 

	Concrete products 
	1,9 thousand ton
	0.48 thous. ton


